
SITAIR UV 1-40

SITAIR UV 1-40 is a system studied for the disinfection treatment of 
surfaces and products, is capable to work autonomously, 
infact the ballast starter incorporated to the system does not 
need the use of a separated panel, so the only requested 
operation is the simple connection to an electrical plug.

The high penetration factor of the UV light through the air allows to 
obtain very high levels of reduction of the microbical charge 
present on the surfaces irradiated by the UV-C light, so 
SITAIR UV 1-40 finds interesting applications in the treatment 
of surfaces and products in rooms where the presence of 
operators has a low frequency. 

SITAIR UV 1-40 is supplied with a highly reflecting parabola in AISI 
304 BA; being swinging, such device gives the possibility to 
optimize  the light flow toward up, down or sideways, 
according to the necessity of the cases.

On request, the system can be supplied with “shatterproof” lamps, 
whose special coating ensures the absence of dispersion of 
fragments in the case of an accidental crack of the quartz of 
the lamps themselves.

SITAIR UV 1-40 has been projected to operate with efficiency and 
rationality; the system is easily removable, so every routine or 
extraordinary maintenance operation can be carried out 
quickly, in few phases. The working hours of the lamp can be 
displayed by an hour-meter.

The system is preset to be fixed to the ceiling.
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TECHNICAL CHARACTERISTICS

POWER SUPPLY 230 V – 50/60 Hz

ELECTRICAL ABSORPTION 40 W

No UV LAMPS 1

LAMPS REPLACEMENT 9000 hours

UV IRRADIATION  (1 m distance) 150 µW/cm2

DIMENSION L x H x D 1050 x 210 x 50 mm

WEIGHT 6 kg

BODY MATERIAL Satiny AISI 304 S/S

REFLECTOR MATERIAL AISI 304 BA

LAMP-HOLDER MATERIAL Polycarbonate with brass contacts

HOUR-METER Yes

Example of installation

Shatterproof lamp 
(optional on request)




